
LOW-TEMPERATURE BELT DRYER
for alternative fuels
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Construction

Characteristic features 

	~ Modular plant system which can easily be expanded at a later date

	~ Material selection for long-term performance in demanding environments

	~ Available in various bandwidths for individual adaptation according to  
customer requirements

1 = Feeding station | 2 = Double distribution screw | 3 = Web belt  | 4 = Product | 5 = Belt drive | 6 = Discharge screw | 7 = Wet cleaning  | 8 = belt tracking control | 
9 = Fresh air blind | 10 = Process air intake | 11 = Fully automated mixing chamber | 12 = Exhaust air fan | 13 = Access Process air distribution |  

Not shown: 14 = Belt cleaning (dry) incl. fan | 15 = Optional truning device unit
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	~ Big doors for an easy maintenance

	~ Insulated dryer body

	~ Closed construction enables outdoor installation down to -40 °C 
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1 = Feeding station | 2 = Double distribution screw | 3 = Web belt  | 4 = Product | 5 = Belt drive | 6 = Discharge screw | 7 = Wet cleaning  | 8 = belt tracking control | 
9 = Fresh air blind | 10 = Process air intake | 11 = Fully automated mixing chamber | 12 = Exhaust air fan | 13 = Access Process air distribution |  

Not shown: 14 = Belt cleaning (dry) incl. fan | 15 = Optional truning device unit

Indirect drying

	~ Using finned pipe heat exchangers 

	~ For hot water up to 130 °C / 266 °F 

	~ For saturated steam up to 15 bar / 218 psi

	~ Optional usage of plate heat exchangers for special 
types of media (geothermal energy, thermal oil) 

Direct drying

	~ With hot air > 120 °C / 248 °F

	~ Homogenisation of the raw gas temperature in a 
mixing chamber with fresh air 

	~ For example utilisation of clinker cooling air before 
dedusting in the cement plant

Possible heat sources
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	~ Type: BTL 1/3000-14

	~ Product: SRF

	~ Dryer output capacity: 
approx. 3.0 t/h 

	~ Drying: 65 % – 47 % MC

	~ Type: BTL 1/2000-4

	~ Product: Plastic granulate

	~ Dryer output capacity: 
approx. 2.27 t/h 

	~ Drying: 10 % – >1 % MC

Blue Paper SAS, France

Akdeniz Chemson Additives, Austria Ecobeirao, Portugal

Holcim SA, Romania

	~ Type: BTL 1/3000-20

	~ Product: Waste  
(plastic parts and -fibers)

	~ Dryer output capacity: 
approx. 3.0 t/h

	~ Drying: 45 % – 8 % MC

	~ Type: BT 1/6200-15

	~ Product: SSW

	~ Dryer output capacity: 
approx. 14.8 t/h 

	~ Drying: 35 % – 17 % MC 

References worldwide



5

	~ Type: BTL 1/3000-22

	~ Product: RDF

	~ Dryer output capacity: 
approx. 23.0 t/h 

	~ Drying: 19 % – 10 % MC

	~ Type: BT 1/6200-15

	~ Product: SSW

	~ Dryer output capacity: 
approx. 8.0 t/h 

	~ Drying: 35 % – 10 % MC

	~ Type: BT 1/6200-13,5

	~ Product: RDF 

	~ Dryer output capacity: 
approx. 7.7 t/h 

	~ Drying: 25 % – 3 % MC

Dyckerhoff Polska, Poland Enerkem Varennes, Canada

Schwenk Latvija SA, LatviaROMCIM CRH, Romania

	~ Type: BTU 1/6200-45-6/4

	~ Product: RDF, MSW

	~ Dryer output capacity: 
approx. 18.9 t/h 

	~ Drying: 40 % – 10 % MC
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	~ Type: BT 1/6200-12

	~ Product: RDF

	~ Dryer output capacity: 
approx. 7.0 t/h 

	~ Drying: 40 % – 15 % MC

	~ Type: BT 1/6200-30

	~ Product: Mix of bark and RDF

	~ Dryer output capacity: 
approx. 12.4 t/h 

	~ Drying: 50 % – 15 % MC

Secil, Portugal

Taini (Guigang) cement, China Cimpor, Portugal

Schwenk Zement, Germany

	~ Type: BT 1/6200-30

	~ Product: RDF/MSW

	~ Dryer output capacity: 
approx. 20.0 t/h 

	~ Drying: 35 % – 15 % MC

	~ Type: BT 1/6200-13,5

	~ Product: RDF, BGS

	~ Dryer output capacity: 
approx. 12.5 t/h 

	~ Drying: 20 % – 5 % MC 

References worldwide
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Everything from 
one single source 

From the first concept to the finished 
dryer, all competences are united at 
one location. 

Specialisation 
in drying technology

stela has specialised in the complex 
field of drying technology in order to 
deliver the optimal solution for your 
project.

Everything from one single source - Made in Germany

Head start  
through innovation

State-of-the-art technology and effi-
cient manufacturing processes are the 
basis of stela‘s sustainable growth.

Research  
and development 
 
 
In its in-house R&D lab, stela examines 
specific product properties for your 
project and thus determines individual 
drying curves. 

Always at   
your side

From project idea and installation to  
commissioning and after sales services, the 
stela team is always at your side.

In-house production

Our high degree of in-house production of 
over 90% gives us full control over quality, 
time and costs. So you can rely on every sin-
gle part of a stela dryer. At the same time, 
this allows us to guarantee a fast supply of 
spare parts.
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