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REFERENCE LIST
LOW-TEMPERATURE BELT DRYER

fFor sludge drying
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Efficient drying — worldwide
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Ecoson B. V., Netherlands

Type: 2x BTS 2/3000-27
Year: Comissioning 2027
Product: Mixed sludge from
wastewater treatment and
digester

Water evaporation
capacity:
6.5t H,0/h

Type: BTLU 1/3000-12
Year: 2025
Product: Sewage sludge

Water evaporation
capacity:
1.0tH,0/h




Helector S.A., Greece

Type: BTS 2/3000-9

Year: Commissioning 2026
Product: Digested sewage
sludge

Water evaporation
capacity:
1.0tH,0/h

Type: BTU 1/6200-18
Year: 2022
Product: Sewage sludge

Water evaporation
capacity:
3.1tH,0/h
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Type: BTLU 1/3000-18
Year: 2020
Product: Dewatered sludge

Water evaporation
capacity:
707 kg H,0/h

Ecoson Belgie BVBA, Belgium

Type: BTLU 1/6200-25
Year: 2019
Product: Digestate sludge

Water evaporation
capacity:
1.5tH,0/h




Ammaissuo waste management center, Finland

i 4 Type: BTLU 1/2000-6
. i d Year: 2020
Product: Sewage sludge

Water evaporation
capacity:
360 kg H,O/h

Vrancart S.A., Romania

a&;&ﬂ . e A ./ S8 Type:BTU 1/6200-15-2/2
<t ot _ /ey Year: 2018
Product: Paper sludge

Water evaporation
capacity:
2.35tH,0/h
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Veolia Water DB, Ireland

Type: PBT 2/4000-18
Year: 2017
Product: Sewage sludge

Water evaporation
capacity:
3.4tH,0/h

Ekosep Engineering, China

Type: PBT 2/2500-8
Year: 2015
Product: Sewage sludge

Water evaporation
capacity:
694 kg H,0/h




UPM S.A., Uruguay

Type: 2x PBT 2/4000-21
Year: 2017

Product: Bio sludge,
phosphor sludge

Water evaporation
capacity:
8.0 tH,O/h

Type: 2x PBT 2/2500-28
Year: 2014
Product: Sewage sludge

Water evaporation
capacity:
2.9tH,0/h
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Municipality of Izmir, Turkey

Type: 4x PBT 2/4000-39
Year: 2013
Product: Sewage sludge

Water evaporation
capacity:
25.0tH,0/h

Electrical & Pump Services Ltd., Ireland

Type: PBT 2/2500-12
Year: 2012
Product: Sewage sludge

Water evaporation
capacity:
1,250 kg H,0/h



SeenTechnologie, Poland

Type: PBT 2/2500-14
Year: 2013
Product: Sewage sludge

Water evaporation
capacity:
1,250 kg H,0/h

Euroby, Ireland

Type: PBT 2/2500-17
Year: 2009
Product: Fresh sludge

Water evaporation
capacity:
1,000 kg H,O/h
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Stereau, France

Type: PBT 1/2500-15
Year: 2009
Product: Sewage sludge

Water evaporation
capacity:
900 kg H,0/h

VBC 3000, France

Type: PBT 2/2500-16
Year: 2008
Product: Sewage sludge

Water evaporation
capacity:
1,556 kg H,O/h




Type: PBT 2/2500-24
Year: 2008
Product: Sewage sludge

Water evaporation
capacity:
3,000 kg H,0/h

Wexford, Ireland

Type: PBT 2/2500-12
Year: 2003
Product: Sewage sludge

Water evaporation
capacity:
1,250 kg H,0/h
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Abwasserverband Unteres Wipptal, Austria

Type: PBTK 1/1000-5 _ : |
Year: 2002 ' b’ {

Product: Sewage sludge

Water evaporation
capacity:
100 kg H,O/h
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ARA Solden, Austria

Type: PBT 1/2500-13
Year: 2002
Product: Sewage sludge

Water evaporation
capacity:
800 kg H,0/h
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Competence
Reliability
Also in the Future....

from left: Christian Seibold, Andreas Wimmer, Julian Kehl, Wedig Grote, Tobias Latein, Eduard Habik, Bernhard Stummer,
Yves Marc Schade, Hans-Thomas Peisl, Christoph H6fler

Stela Laxhuber GmbH
Laxhuberplatz 1
D - 84323 Massing

T: +49 (0) 8724 899-94
E: sales@stela.de
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